
Your Traxxas EZ-Peak™ charger is designed for simple, reliable operation and uses patented* Micro Peak™ 
technology to make certain your battery pack receives a full charge for maximum performance and run time. 
Charging and discharging batteries has the potential for serious injury and damage to property. Use care when 
charging and follow all instructions and cautions.

Charging Precautions
1. The EZ-Peak charger is used with 6-8 cell NiMH and NiCad packs only (see Approximate Battery Charge Time).  
2. Charge only packs assembled with sub-C cells (this is the size used in common “stick packs”).  

Do not use the EZ-Peak to charge receiver packs or batteries with fewer than 6 cells. 
3. Never leave the battery and charger unattended while charging.
4. Do not charge batteries with dented cells, damaged or frayed wires, melted components or other signs of damage.
5. Do not charge a battery that is still installed in a vehicle. Remove the battery from the vehicle before charging.
6. Do not remove or modify the EZ-Peak’s Traxxas High Current Connector. To charge batteries with Molex/JST 

plugs, use Traxxas adapter no. 3061.
7. When not in use, unplug the charger from the wall outlet and disconnect the battery.
8. Store and operate the charger away from water and moisture.
9. Do not use the AC and DC inputs at the same time.

Using the EZ-Peak Charger
1. Plug the EZ-Peak into a wall outlet, or connect the DC  

inputs to a DC power source, observing correct polarity  
(red = positive, black = negative). The unit’s Battery Status 
LED will blink red, indicating it is ready to charge a battery. 
If the LED does not light, check to make certain the electrical 
outlet is functioning properly and is not switched off.

2. Connect the battery to be charged. Charging will begin 
immediately. The LED will flash more slowly to indicate the 
EZ-Peak is charging.

3. When the battery is fully charged, the LED will flash green. 
The battery may now be disconnected and installed in 
your vehicle. If you do not disconnect the battery, the  
EZ-Peak will go into “trickle charge” mode (a very low-
amperage charge rate) for 90 minutes. If you have not 
unplugged the battery after 90 minutes, the EZ-Peak will 
shut off automatically.

EZ-Peak Charger Instructions Covers Part #2930
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Warranty Information
Traxxas electronic components are warranted to be free from defects in 
materials and workmanship for a period of 30 days from the date of purchase. 

Limitations: Any and all warranty coverage does not cover 
replacement of parts and components damaged by abuse, neglect, 
improper or unreasonable use, crash damage, water or excessive 
moisture, chemical damage, improper or infrequent maintenance, 
accident, unauthorized alteration or modification or items that are 
considered consumable. Traxxas will not pay for the cost of shipping 
or transportation of a defective component to us. This warranty is 

limited to the charger only and does not cover batteries, vehicles and 
other accessories used in conjunction with the charger.

Traxxas Extended Lifetime Electronics Warranty
After the expiration date of the warranty period, Traxxas will repair 
electronic components for a flat rate of $15.00 U.S. plus $5.00 U.S. for 
shipping and handling. Other mechanical repairs will be estimated 
separately. The covered repairs are limited to non-mechanical 
components that have NOT been subjected to abuse, misuse, or 
neglect. Products damaged by intentional abuse, misuse, or neglect 
may be subject to additional charges.

Charge Status LED

Red LED flashes Ready to charge

Red LED solid with momentary blink Charging in progress

Green LED flashes Fast charging complete. Trickle charging.

LED off  No power to the charger

Approximate Battery Charge Time

Capacity Charge Time

Series 3 Approx 45 minutes

Series 4 Approx 1 hour

*Micro Peak is a trademark of Model Rectifier Corporation. Patent no. 6,218,808 B1.

Monitor the battery while charging. It is 
normal for the battery to become warm 
as it nears full charge, but the battery 
should not become hot. If the battery 
becomes hot while charging, disconnect 
it from the charger immediately.

Note: The charger may appear to malfunction if a charged battery is plugged into the charger while the charger is disconnected from either an AC or DC 
input power source. The LED may flash green or red. Unplug the battery. Plug the charger into an AC or DC power source and then proceed with charging.

Charge times maybe longer or shorter depending 
on how discharged the battery is and the overall 
condition of the battery packs.  
Note: When charging an 8-cell battery, output power 
is reduced. Charge times will be approximately two 
hours for a Series 3 and three hours for a Series 4.


