
PARTS LIST: 
1) Blue Anodized Header (4487)
2) Blue Anodized Pipe w/ pressure fitting installed. (4942)  
3) 1-foot of Fuel Tubing(3147)
4) 2-Wire Ties (3155)
5) 1-Pipe Coupler(4941)
6) 1-Header Gasket(3156)
7) 1-Pipe Hanger
8) 2-3 X 23mm socket head cap screws(2556)
9) 1-3 X 10mm socket head cap screw(2551)
10) 1-3mm Nylon lock nut(2745)
11) 2- 3mm Split washers
12) 1- 4mm Set screw

TOOLS LIST:
#1 Philips Screwdriver
4 Way Wrench (Included with Traxxas kits)
Needle Nose Pliers
Wire Cutters 
Small Locking Joint Pliers
Felt Tip Marker
2.0mm Hex Wrench (Included with Traxxas kits)
2.5mm Hex Wrench (Included with Traxxas kits)

Note: A 2.5mm Ball Driver Hex Wrench makes this installation easier!

REMOVAL

STEP 1
Take time to clean your Nitro 4-Tec and read these instructions 

    completely before you begin. This simple step can save time and effort.
Note: Removing the left front and left rear wheel will simplify this procedure.

STEP 2 
Remove the two zip ties holding the rubber exhaust tube.

STEP 3
Remove the fuel tank pressure line.

STEP 4
Remove the 3x10mm screw from the bottom of the chassis. This screw

    holds the stock pipe hanger.

STEP 5
Remove the stock exhaust system and set aside.

STEP 6
Disconnect the wires leading to the EZ-Start motor. Note the polarity!

    (red=positive / black=negative)

STEP 7
Remove the two screws that hold the EZ-Start motor in place, remove 

    the motor and set it aside.

Please read all of the instructions thoroughly
before attempting any assembly.

Thank you for purchasing the 4486 Aluminum tuned
pipe and header. Properly installed, this exhaust
system will enhance the look and performance of
your Traxxas Nitro 4-Tec.
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STEP 8
Remove the stock header screws; pull the header and the gasket from the

engine. Be sure to clean any excess gasket material from the engine block.

INSTALLATION

STEP 1
Insert two 3x23mm socket head cap screws through the engine block

    and install the new gasket included in the package.

STEP 2
Install the header and tighten the screws securely.

    Note: Apply a small amount of thread lock to the ends of the screws 
    to prevent them from backing out.

STEP 3
Slip the exhaust coupler onto the header. Overlap the header tube 1/2

    of an inch. Install one zip tie onto the coupler and tighten securely.

STEP 4
Install the new wire hanger using the supplied hardware but DO NOT 

    tighten the screw down at this time.

STEP 5
Temporarily install the Tuned Pipe. Use this step to mark the pipe hanger.

Sight through the mounting hole on the pipe to mark the correct bend point
on the pipe hanger wire.
Note: Be sure the exhaust tip does not make contact with the ground when
the suspension is compressed.

STEP 6
Remove the pipe and bend the hanger wire using pliers. This is easier to

    do with two pairs of pliers.

STEP 7
Install the pipe onto the coupler. Push the pipe as close to the header as

    possible. Install the remaining zip tie and tighten securely.

STEP 8
Install the 4mm-set screw into pipe hanger mount at the end of the pipe.

    Do not tighten the set screw on this step.

STEP 9
Adjust the position of the pipe by bending the hanger wire if required.

STEP 10
You may now tighten the set screw and the pipe hanger mounting screw,

    located on the bottom of the chassis.

STEP 11
Install the EZ-Start motor using the screws that were removed in STEP 7.

    Make sure to plug the wires onto the motor the same way they were
    removed. (red=positive / black=negative)

STEP 12
If required, install the new fuel tank pressure line onto the fitting at the top

    of the Tuned Pipe.

Congratulations, you are now ready to go out and enjoy the added 
 performance of the Traxxas 4486 Performance Tuned Pipe!

If you have any questions, call or Email Traxxas’ technical support department. Technical support is available Monday through Friday, from 8:30am to 9:00pm
Central Time at 1-888-TRAXXAS (U.S.A. residents only). Outside U.S.A. call 972-265-8000. Technical assistance is also available through our website at
www.Traxxas.com 24 hours a day. E-mail Traxxas at support@Traxxas.com 
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