
96mm

Intérieur Extérieur

96mm

IntérieurExtérieur

S'installe au support d'essieu

69mm

IntérieurExtérieur

S'installe au support d'essieu

69mm

Intérieur Extérieur

82mm

Intérieur Extérieur

IntérieurExtérieur

82mm

78mm

Intérieur Extérieur

78mm

IntérieurExtérieur

A. Tirant gauche - Stampede (dimension effective)

B. Tirant droite - Stampede (dimension effective)

F. Biellette de carrossage droite avant - Rustler, 
    Stampede et Slash (dimension effective)

E. Biellette de carrossage gauche avant - Rustler, 
     Stampede et Slash (dimension effective)

G. Biellette de carrossage gauche arrière - 
Rustler et Stampede (dimension effective)

H. Biellette de carrossage droite arrière - 
Rustler et Stampede (dimension effective)

C. Tirant gauche - Rustler et Slash (dimension effective)

D. Tirant droite - Rustler et Slash (dimension effective)

S'installe au support d'essieu 61mm.

S'installe au support d'essieu 59mm.

S'installe au support d'essieu 59mm.

S'installe au support d'essieu 39mm.

S'installe au support d'essieu 39mm.

S'installe au support d'essieu 49mm.

S'installe au support d'essieu 49mm.

S'installe au support d'essieu 61mm.

72.5mm
Extérieur

Intérieur

J. Biellette de carrossage droite arrière - Slash|
(dimension effective)

I. Biellette de carrossage gauche arrière - Slash
(dimension effective)

S'installe au support d'essieu 39mm. S'installe au support d'essieu

72.5mm
Intérieur

ExtérieurS'installe au support d'essieu 39mm.S'installe au support d'essieu
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TRAXXAS.com
Traxxas, 6250 Traxxas Way, McKinney, TX 75070, Téléphone : 972-549-3000, Fax : 972-549-3011, Adresse de courriel : support@Traxxas.com

Concerne les pièces 
#2336A, 2336X, 3139A, 

3139X, 3737, 3737A, 3738, 
3738A, 3741A, 3741X

Instructions portant sur le tendeur

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

E.
Biellette de 
carrossage 

(69mm)

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

A.
Tirant

(96mm)

B.
Tirant

(96mm)

F.
Biellette de 
carrossage 

(69mm)

G. 
Biellette de 
carrossage 

(82mm)

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

H. 
Biellette de 
carrossage 

(82mm)

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

Stampede

G. 
Biellette de 
carrossage 

(82mm)

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

H.
Biellette de 
carrossage 

(82mm)

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

E.
Biellette de 
carrossage 

(69mm)

F.
Biellette de 
carrossage 

(69mm)

C.
Tirant

(78mm)

D.
Tirant

(78mm)

Rustler

I. 
Biellette de 
carrossage 
(72,5mm)

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

J.
Biellette de 
carrossage 
(72,5mm)

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

E.
Biellette de 
carrossage 

(69mm)

F.
Biellette de 
carrossage 

(69mm)

C.
Tirant

(78mm)

D.
Tirant

(78mm)

Slash

File
tage à 

gauche

File
tage à dro

ite
 

(norm
al)

Réduire
la longueur

Augmenter
la longueur

96.75mm

Left Front

Wide diameter hollow ball

Front Toe Link - 5538, 5539X, 5595 (actual size)

Front Camber Link - 5539, 5539X, 5594 (actual size)

Rear Camber Link - 5539, 5539X, 5594 (actual size)

This end always mounts to the bulkhead.

85.40

Left Rear
Wide diameter hollow ball

This end always mounts to the bulkhead.

Note: Camber links are factory assembled for front installation.  
          Adjust rear camber links to the appropriate length using template provided below.

86.90

Indicateur de filetage à gauche 
Tous les tendeurs du camion doivent être installés de sorte que les 
indicateurs de filetage à gauche soient orientés dans le même sens. Il est 
ainsi plus facile de se rappeler dans quel sens tourner la clé pour accroître 
ou décroître la longueur du tendeur (le sens est le même à tous les quatre 
coins). Notez que la rainure de l'écrou hexagonal indique le côté du tendeur 
avec filetage à gauche. Pour les embouts de biellettes de rechange, utilisez 
la pièce #5525 (vendue séparément).


