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Thank you for purchasing the BL-2s™ 
3300 sensorless brushless motor. 
The BL-2s 3300 brushless motor is 
precision-matched for use in 1/10th 
scale Traxxas models, delivering the 
perfect balance of brutal horsepower 
and long run times. Smooth-running 

performance is built in with high-speed ball bearings and a 
precision balanced rotor. 

The BL-2s 3300 can be used with many after-market brushless 
electronic speed controls, but  is designed to work with the 
Traxxas BL-2s Electronic Speed Control for optimal speed and 
efficiency. The key to the BL-2s extreme power output is total 
system optimization. Each component is carefully engineered to 
work with the other system components to eliminate restriction 
and allow maximum power flow.

BL-2s 3300 Specifications:
Type.......................................................................................... Sensorless brushless
RPM/volt..................................................................................................................3300
Connection type............................................................................Amass MT30-M
Wire size.........................................................................................................16-gauge
Diameter........................................................................... 36mm (1.42”) (540 size)
Length....................................................................................................57mm (2.25”)
Weight.......................................................................................................201g (7.1oz)

Installation
1.	 Mount the motor 

(A) to the mounting 
plate (B) using 
3x8mm countersunk 
cap screws (C). 
Tighten the screws 
finger tight.

2.	 Mount the pinion 
gear (D) on the 
motor shaft. Tighten 
the set screw (E) 
against the flat portion of the shaft.

3.	 Set the gear mesh by running a narrow 
strip of notebook paper between the 
pinion and spur gears. Loosen the 
motor screws and slide the motor 
and pinion gear into the spur gear. 
Retighten the motor screws and then 
remove the strip of paper. 

Wiring Diagram
Follow the wiring diagram below for installing the BL-2s 3300 
motor with a BL-2s Electronic Speed Control. For other speed 
controls, consult the manufacturer’s instructions.

If you have questions or need technical assistance, call Traxxas at

1-888-TRAXXAS 
(1-888-872-9927) (U.S. residents only)
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