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TRX Power Charger Instructions Covers Part #3030X, 3033

Charging a Receiver Battery 
with the TRX Power Charger
The TRX Power Charger is a peak-
detecting unit that will charge an 
RX Power Pack in about one hour. The
peak-detection circuitry automatically
shuts off the charger when the
maximum charge has been achieved.

1. The TRX Power Charger can operate on either A/C or  D/C power
(with optional D/C car adapter). An A/C power supply is supplied
with the charger (model 3030X). Plug the end of the A/C power
supply into the back of the charger.

2. Plug the A/C power supply into any 110-volt (U.S. spec) wall outlet.
The charger light should glow steady green (no battery connected).

3. Plug the charger output cord into the battery pack.

4. The green light on the charger should begin to flash quickly,
indicating that fast charging is in progress.

5. When the light turns solid green (not flashing), the battery pack is
fully charged and ready for use. 

Charging a 7.2V EZ-Start™ Battery with the TRX Power Charger
The TRX Power Charger can be used to charge 
a 7.2V battery pack for your EZ-Start™.

1. Set up the charger as described above,
using either an A/C power supply or
optional D/C car adapter.

2. Plug the 7.2-volt battery 
adapter into the charger 
output cord.

3. Connect a 7.2-volt battery pack to 
the charger output cord (adapter).

4. The green light on the charger should begin to flash quickly,
indicating that fast charging is in progress.

5. 1500mAh or lower capacity: When the light turns solid green (not
flashing), the battery pack is fully charged and ready for use. 

1500mAh or higher capacity: The TRX Power Charger will
automatically shut off after 90 minutes of fast charging time.
Batteries with 1500mAh or higher capacity need more than 90
minutes of fast charge time. Multiple charge cycles will be required
for a fully peaked charge (solid green light). Refer to the chart below.
After fast charging has completed, the TRX Power Charger continues
to charge in trickle (slow) charge mode. It will continue until the
battery is disconnected.  

*Based on a nominal charge rate of 900mA.

When the charger is not in use, wind the
charging cord around the cord holder. 
To secure the cord, insert the end of it 
into the retaining slot on either end of 
the cord holder. The TRX Power Charger is
designed to be conveniently mounted to 
a wall or other vertical surface using the
supplied #8 x 1" wood screws. 

The TRX Power Charger can be powered by our
optional (sold separately) D/C car adapter. It features
a tangle-free, extra-long wire and integrated fuse.
The long charging cord allows the model to remain
outside the car while charging. Caution! Never
charge batteries in an enclosed car interior or
while driving. Never leave charging batteries
unattended. Monitor them closely.

Battery Care
Some precautions should be taken to maintain the performance of the
rechargeable battery packs. Improper use of battery packs could result
in personal injury or damage to your model. 

• Only use approved chargers for battery packs (such as the 
Traxxas TRX Power Charger). Do not exceed the maximum charge
rate of 1 amp.

• Do not short-circuit the battery pack. This may cause burns and
severe damage to the battery pack

• Do not burn or puncture the batteries. Toxic materials could be
released. If eye or skin contact occurs, flush with water.

• Store the battery pack in a dry location, away from heat sources 
and direct sunlight.

• Batteries must be recycled or disposed of properly.
• Do not completely discharge the RX Power Pack or you could damage

it. Do not use dischargers on the pack. Store the battery with at least
25% charge. Stop running and recharge at the first indication of
reduced voltage.

• After connecting a fully-drained battery to the charger it may take up
to 15 seconds for the charger to sense the battery and begin to
charge. To start charging immediately, plug the battery pack into the
charger and then plug the charger into the wall socket.

Battery 
Capacity

1500-2500 mAh

3000-3600 mAh

3800+ mAh

Charge Time 
(approximate)*

100-190 minutes

200-240 minutes

250+ minutes

Number of
Charge Cycles*

2

3

3-4

If you have questions or need technical assistance, call Traxxas at

1-888-TRAXXAS
(1-888-872-9927) (U.S. residents only)

3030X Warranty Information
Traxxas electronic components are warranted to be free from defects in materials
and workmanship for a period of 30 days from the date of purchase. 

Limitations: Any and all warranty coverage does not cover replacement of parts
and components damaged by abuse, neglect, improper or unreasonable use,
crash damage, water or excessive moisture, chemical damage, improper or
infrequent maintenance, accident, unauthorized alteration or modification or
items that are considered consumable. Traxxas will not pay for the cost of
shipping or transportation of a defective component to us. 

Traxxas Extended Lifetime Electronics Warranty
After the expiration date of the warranty period, Traxxas will repair electronic
components for a flat rate of $15.00 U.S. plus $5.00 U.S. for shipping and handling.
Other mechanical repairs will be estimated separately. The covered repairs are
limited to non-mechanical components that have NOT been subjected to abuse,
misuse, or neglect. Products damaged by intentional abuse, misuse, or neglect
may be subject to additional charges. 
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