
8. Attach the antenna mount (#3136) to the top plate with a
3x6mm washerhead self-tapping screw. Cut off the spacers at
the back of the top plate and retain for use in step 10.

9. Fit the top plate between the center belt and attach it to the
chassis with two 3x8mm countersunk machine screws in the
center aluminum post, and two 3x8mm roundhead machine
screws in the bellcrank post.

10. Insert the spacers cut off the chassis in step 8 between the two
front mounting tabs of the rear transmission and the graphite
top plate. Secure the assembly with two 3x12mm roundhead
machine screws.

11. Install the front upper suspension arm mount with four
3x14mm roundhead self-tapping screws.

12. Attach the graphite shock tower to the rear of the transmission
with four 3x10mm countersunk self-tapping screws.

13a. Attach the rear body mounts in 
their original configuration by 
screwing the 3x14mm 
washerhead self-tapping screws 
into the graphite shock tower.

*13b. Racer Tip: 3x12mm RM screws
(included) may be installed in place of 

the 3x14mm washerhead self-tapping screws on
the graphite shock tower. However, a 3mm tap
(not included) must be used to thread the holes
in the shock tower.

14. Attach the tops of the rear shocks to the
shock tower by inserting 3x20mm washerhead
machine screws through the shock tower ears

and securing them with 3mm flange nuts. Slide a shock
bushing onto the screw, then slide the top of the shock onto
the bushing. Secure with a 3mm locknut. Do not overtighten
the locknut. Repeat for the other rear shock.

15. Attach the two battery cups to the chassis with four 3x12mm
countersunk self-tapping screws.

16. Attach the receiver (and electronic speed control, if applicable)
to the chassis using double-sided tape.

17. Attach the antenna to the antenna mount (#3136).

1. Disassemble the 4-Tec down to its bare chassis by removing all of the screws from the upper
and lower chassis plates (Retain all hardware; some will be reused during reassembly).

2. Attach the four flanged aluminum posts to the lower graphite chassis plate with 3x8mm
countersunk machine screws (supplied with the chassis).

3. Attach the two aluminum bellcrank steering posts to the lower chassis 
with 3x8mm countersunk machine screws. 

4. Attach the original steering servo mounts to the chassis with two 3x8mm
countersunk self-tapping screws and attach the steering servo.

5. Attach the rear transmission and suspension assembly to 
the lower chassis with 3x12mm countersunk self-tapping screws.

6. Replace the plastic bushings on the bellcranks with 5x8mm bearings
(#2728) and slide the bellcrank steering assembly onto the bellcrank
post followed by the blue aluminum sleeves.

7. Attach the front bulkhead and
suspension assembly, along 
with the front bumper, to the
front of the lower chassis with
four 3x20mm countersunk self-
tapping screws. Make sure the
center belt is properly aligned.

Cut off spacers and use in step 10
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